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欢迎使用
WiseLinkTool的发布地址：
ftp://ftp.wiselinksz.com
简介

功能：
· 支持Download，本地下载和服务器下载；

· 支持MultiPort(多端口)下载；

· 支持ReadBack功能，读取设备分区数据；

· 支持Write Memory功能，把文件写到设备指定偏移地址；

· 支持Parameter功能，读写设备的PRO_INFO分区信息；

· 支持Formate功能，格式化设备指定分区；

· 支持在下载的同时按位写入HardwareInfo信息；
· 支持读取测试报告功能，读取工厂模式测试报告；

· 支持ATA，工厂模式测试PC工具；
· 支持外观检查，SMT最终检查工位；

· 支持小工具，加密解密factory.ini文件。

运行环境：

Microsoft Windows 9x, ME, NT, 2000, XP, Vista and Win 7
注意：Win7下需要使用管理员身份运行

版本更新记录
V6.0.0.58

1、参数页面增加写入备份IMEI功能

2、更新MT1612版本库

3、外观检查添加检查GPS标志位

4、优化数据库操作，修改数据库超时时间为30秒
V5.9.0.57

1、修改SMT外观检查查询测试项结果解析方式

2、修改下载获取系统时间保存到proinfo中

3、小工具页面添加一键导出TP0参数功能

4、修改组装写号判断机器中的SN是否在MES中存在

5、修改组装写号判断机器SN是否已经过包箱工位

6、修改写号步长配置为不可编辑方式

7、机器检查页面添加检查机器ROOT标志位

8、修改写号检查信息核对断开方式，防止被清空RTC

9、MT1552版本库更新

10、wiselinktool工具端口获取方式更改

11、修改Z系列项目写入SYSTEM、SEC_RO参数

12、修改NAND读取proinfo长度为3M大小

13、wiselinktool加载镜像后缀格式优化修改

14、外网下载判断服务器有Checksum.ini也下载到本地临时目录

15、修改加载Custom镜像有可能加载错误文件问题

16、修改list新增显示分区对应镜像的首字母

17、修改mac地址范围限制可在ini配置文件手动配置

18、增加选择DA功能；

19、修改版本列表窗口Tooltips显示延时为1.5秒；
V5.8.0.56

1、写号检测flash大小检测添加16G flash检测

2、3G版本不良记录防呆处理

3、写号检查flash 大小检测修改

4、下载在检测镜像是否都正常加载导致多口下载异常报错问题处理

5、写号、写号检测工位添加判断机器是否有做不良登记记录

6、修改TCL 3G机器检测MMI标志位跟公司其它3G机型区分开

7、修改服务器提示tooltip响应时间推迟

8、写号检测修改检测3G版本内存不匹配问题处理

9、修改写号查询数据库卡顿问题

10、3G写号工具提示运行错误处理,时间解析格式不对导致

11、修改写号连接MES后，点击退出或关闭按钮，导致写号不会插入到MES中

12、修改不良登记时间比较不准确导致误报问
V5.7.0.55
1、修改内部下载共享服务ip地址

2、修改写号点击登录mes按钮在无网络情况下会报错问题

3、修改写号检测添加检测flash 大小是否匹配

4、修改写cu时提示PRID报错问题

5、免登录模式修改支持替换下载镜像权限

6、修改计算格式化USERDATA分区长度，保留USERDATA分区后几个分区不格

7、修改多口下载完端口断开不正常
V5.6.0.54

1、修改下载格式化USERDATA把OTP分区也被格掉,造成IMEI被清空问题；
2、wiselinktool修改写号检查当只检查prid值检查完后光标选中prid输入框；
3、wiselinktool写号检查机器测试通过mmi标志位检查不通过修改；
4、写号检查支持不登录MES系统；
5、写号检查扫描SN\IMEI修改为可选操作；
6、服务器下载替换镜像后下载的还是原来的镜像问题修改；
7、修改下载usb状态不是全速模式才切换到DA驱动下载；
8、写号检测增加检测prid跟机器内的mac匹配；
9、修改不登录MES也可以设置自动递增生成选项；
10、修改不登录MES也可以连续写号；
11、添加PRID生成写入功能；
12、修改参数页写号错误后设置进度条为红色；
13、写号检测添加检测imei头8位是否匹配；
14、修改写号成功失败图片早点隐藏；
15、proinfo修改参数没有被置位0有隐患问题，导致CU等参数会没清空；

16、修改smt外观检查隐藏IMEI2扫描框。
V5.5.0.53
1、修改更新MTK1528版本库；
2、修改下载格式化USERDATA分区长度问题,有可能会导致USERDATA格式化不完整；

3、内存检测页面修改为机器检测页；

4、机器检测页面添加机器下载完整性检测功能；

5、修改写号检查功能支持检测双IMEI号；

V5.4.0.52

1、修改生成Checksum时USERDATA分区错误问题，支持usrdata和USERDATA命名；

2、修改优化写IMEI号工单号匹配；

3、checksum.ini放到checksum目录下，同时兼容原来的路径；

4、6735、8735平台的项目默认按TCL写号规则处理、TCL 3G项目写号工具要单独出工具；

5、Pixi3-7KD项目(用于外观检查与TCL MINI软件升级)的读取测试报告改为读取BW标志位；

6、外观检查、写号检查增加对机器读写操作的判断；

7、修改写完号后光标错误问题；

8、修改添加写号工单号防呆；

9、写号检查新增裸机编码（工单号）防呆；

10、新增信息核对功能；

11、KD项目增加PTS写入；

12、添加写imei判断Imei工单是否匹配；

13、修改写号前检查机器是否已通过MES外观检查；

14、判断是否有FRP分区，格式化FRP分区；

15、写号完成或者失败添加图片显示；

16、写号勾选锁定选项，自动生成输入框置灰；

17、CDC驱动文件更新；

18、修改写号检查时读取到的号段参数会更新到MES的BUG；

19、外观检查修改为写号检查,增加对MES写号记录的检查。
V5.3.0.51

1、修改写imei号时添加写入Hash值

2、修改增加锁定写号选项

3、修改写号错误光标没有选中输入框

4、修改写号完成后自动生成选项框有几率会被清空问题

5、修改增加配置BT、WIFI值判断是否匹配BT=WIFI+1的关系

6、修改参数页读取参数报错问题

7、组装工厂外观检查增加MMI测试、CU-REF检查、MAC址址范围判断，BT=WIFI+1判断、FT测试（3G项目）、BW（3G项目

8、修改写参数功能页写SCA失败BUG；

9、修改参数页读取OTP中imei号实现

10、通过SCA是否有OTP分区来区分3G还是WIFI机器；

11、外观检查读取到的3G机器上的SCA带空格，先去掉空格再比较。

12、去掉b3GPhone标志位，修改为bSupportOTP标志位

13、修改外观检查SCA不通过问题

14、修改写号完成后会报1013错误问题

15、修改写号完成后MAC地址没有递增问题

16、修改在检查耦合标志位时工具会崩溃问题

17、增加写号wifi合法地址检测功能

18、判断打开的SCA目录是否存Checksum.ini,修改Checksum检验功能

19、修改多口默认强制支持Checksum检验功能

20、修改回写combo emmc备份分区报错问题
V5.2.0.50

1、更新MT V7.1519.4.0版本库；

2、修改KD项目加载SHARE镜像checksum校验不通过；

3、修改外观检查查询策略，支持从备份查询；

4、修改GUID生成算法；

5、首次安装界面风格支持从配置文件ApplicationLook读取，以便区分不同工具；

6、新增支持Pixi3-7 KD项目的外观检查；

7、根据iss配置不同打包不同版本的外观检查工具；

8、修改注册码生成工具本机机器码生成算法，修改默认过期时间1年，增加ATA、外观检查、小工具权限；

9、WiseLinkTool 增加ATA、外观检查、小工具权限；

10、增加组装厂的外观检查（在工厂总装版本中）；

11、参数页面修改添加写号功能；

12、多口页新增多口写CU功能；

13、配置文件中增加[CUSTOM]CustomId配置项用于定制不同的项目；

14、外观检查增加对软件版本的检查（通过检查SCA文件名实现）；

15、修改添加免登陆模式（只支持单卡、多口下载功能）；

16、修改备份分区引起KR076KK下载Android L版本机器变砖问题。
V5.1.0.49

1、增加外观检查功能；

2、增加小工具功能，加密解密factory.ini文件；

3、增加ATA支持META vid_0e8d&pid_2006枚举；

4、修改驱动cdc-acm.inf增加VID_1BBB；

5、MTK库更新到V7.1512.4.0版本；

6、优化ATA数据库连接；

7、优化下载及ATA测试崩溃问题；

8、修改MT6735加载sca文件镜像加载不完整；

9、修改匹配KD项目share镜像加载；

10、增加sca文件TYPE和COMM_REF配置的tooltip提示。
V5.0.0.48

1、更新MT1504版本库

2、修改SN号长度限制，根据sca文件配置的TYPE来决定，兼容旧的64位

3、更新支持自动加载SHARE分区镜像

4、使用本地选项打开服务器SCA文件时,工具提示错误问题修改

5、修改下载过程中禁止勾选下载校验选项
V4.9.0.47
1、修改ATA因PC时间格式设置问题导致测试结果无法插入MES问题；

2、修改IMEI读写，必需选择sca文件才可以读写，单双卡配置不再与预设的sca绑定。

3、ODM项目在参数页不支持读写IMEI，需要到IMEI功能页使用OTP方式读写。

4、增加WiseLinkTool安装路径到系统环境变量中，使用户可以直接在cmd命令控制台中直接使用工具自带的adb.exe，fastboot.exe等程序。

注：第一次运行且重启系统后生效，仅支持Win7系统

5、修改下载升级版本为后台模式；

6、修改工厂总装版在线升级后变为普通版本问题修改。

7、修改CheckSum功能支持新命名规则。

8、修改驱动自动安装算法及tetherxp.inf驱动文件

9、服务器IP切换

V4.8.0.46

1、新增支持读写TCL ODM项目SN号，蓝牙MAC地址，WIFI MAC地址，以及Perso信息，OTP 写IMEI号功能；

2、TCL OMD项目不写Hardware Info信息。

V4.7.0.45

1、新增支持ATA工具；

2、兼容不同命名格式的scatter file；

3、参数功能的EBOM信息修改为SN；

4、不再支持scatter file中定义Info_bom信息写入；

5、新增支持写入scatter file 中定义的COMM_REF信息；

6、新增支持根据scatter file中的TYPE定义决定PRO_INFO定义；

7、新增支持写入perso1~4信息，当且仅当scatter file中的TYPE=TCL时。

V4.6.0.44
1、修改CheckSum功能当下载EMMC平台时显示可选操作

2、修改CheckSum功能忽略旧版本Custom分区镜像名没配置问题

V4.5.0.43

1、更新MTK v7.1443.3.0 版本库
2、更新MTK 1501临时版本MTK_AllInOne_DA.bin

3、参数节面打开Scahardward工具界面导致wiselinktool界面卡顿问题解决
4、修改Scahardwrad传递过来的Hardware值为空默认写为‘-’
5、添加CheckSum功能，只有在本地打开TXT格式的scatter文件才支持
6、参数界面新增查看IMEI号选项
7、修改禁止在下载过程中选择‘开机’或‘充电’选项
V4.4.0.42

1、下载工具图标更新
2、Scahardware工具图标更新

3、memory Test打印ram和Flash信息错误修改

4、Scahardware工具修改点击下拉列表info_bom被清空问题修改
v4.3.0.41
1、NAND Flash 下载忽略USERDATA跟FAT分区，不管有没有勾选这两个分区都会进行格式化下载
v4.2.0.40
1、NAND Flash固件升级下载优化，格式化从PROTECT_F分区结束地址开始，减少备份时间；
2、NAND Flash如果分区有改变，下载会先备份分区PRO_info、NVRAM、 PROTECT_F再格式化下载；

3、修改NAND下载没有勾选全部文件时，不格式化下载
4、修改下载时偶尔会卡在‘正在从服务器下载文件’状态
5、多口固件升级跟格式化下载添加Ram 检测功能，可以在配置文件Wiselinktool.ini文件中的DRamTest项配置
6、添加Memory Test功能，可以检测Ram 跟 Flash 是否有坏块；
7、更新下载驱动版本；

8、Scahardware工具服务器打开SCA文件偶尔出错修改;

9、Scahardware工具修改保存文件时打开是什么格式就默认保存为什么格式；

v4.1.0.39

1、修改格式化FAT分区没下载也需要格式化,不然会有残留信息

2、修改R739 EMMC格式化下载地址长度报错问题

3、支持combo EMMC格式化下载

4、修改combo EMMC格式化时保留PRO_info、NVRAM、 PROTECT_F、PROTECT_S  分区时报错问题
v4.0.0.38

1、更新MTK v7.1436.1.0 版本库

2、修改NAND版本在普通下载时会先备份NVRAM、PRO_INFO、PROTECT_F、PROTECT_S分  区再格式化下载

3、修改读取自动测试失败提示pagesize错误问题

4、修改读取写入参数提示pagesize错误问题

5、修改下载工具偶尔获取platform失败导致下载失败问题

6、修改Wiselinktool下载NAND版本单独勾选镜像可以不格式化下载

7、nand版本去掉下载前单独格式化FAT\USRDATA分区

8、nand版本去掉USRDATA分区越界判断,修复在服务器目录替换8G usrdata镜像报错

9、android 4.4版custom定制没有app_config.xml文件,解析apk报错问题修复

10、添加修改定制可以解析含39张图片logo.bin

11、scahardward工具保存时修改打开什么格式文件就保存什么格式文件

12、scahardward工具修改不打开sca文件也能查看参数
v3.9.0.37
1、MTK库更新到 v7.1433.1.0 版本，解决R131下载完不能开机问题

2、更新MTK_AllInOne_DA.bin修复MT6572下载分区备份问题

3、修改T711不能下载问题
4、修改下载时Readback分页大小对齐报错问题

5、修改NAND格式化方式为physical format+force erase，
6、支持加载MTK原生catter file文件名，可以不需要再改名字
7、修改定制页内部加载镜像文件时切换为内部网段
8、修改scahardward工具打开选择文件不能选择*.txt格式的
v3.8.0.36
1、MTK库更新到 v7.1429.3.0 支持MT8127

2、更改内部在线下载网段,修改为可配置

3、修改读取自动测试报告方式

4、修改下载工具服务器打开sca文件越界判断
5、修改scahardward工具服务器选择第一次打开是本地
6、修改scahardward服务器打开目录按上层按钮就崩溃退出
7、修改scahardward工具项目版本显示不全
v3.7.0.35

1、更新Scahardward工具,解决打开Scahardward报错问题；
v3.6.0.34
1、定制页添加制作开机动画包功能；
2、修改NVRAM、PRO_INFO、PROTECT_F、PROTECT_S分区地址偏移备份；

3、修改下载页面无FAT镜像勾选‘选择所有’时FAT选项不勾选；
4、PRO_INFO分区新增保存自动测试结果参数factory_test_report数组
5、增加读取自动测试报告功能

v3.5.0.33
1、修改工具离线登陆打开key文件路径超过99位报错问题 ；
2、添加修改custom目录按钮，可对custom目录进行文件的增删修改等功能；

3、改定制项兼容解析72KK logo.bin；
4、更新android4.4 ADB；

5、修改服务器下载文件在被修改时不能重新下载问题；
6、修改custom目录按钮添加支持可以增加删除formework目录apk功能
v3.4.0.32
1、修改有些电脑报com被占用错误；

2、修改参数页Hardware_info第八位“未定义”改为“IPS  or TN”；

3、修改定制页按钮‘修改hw_info.cfg’打开图片时没有隐藏问题；
4、工具修改支持断点续传下载数据包
v3.3.0.31
1、修改更新版本时修改默认参数会造成程序打不开bug；
2、修改3.2.0.30下载数据包钩选文件时程序崩溃问题；

3、更新ScaHardward.exe。
v3.2.0.30
1、定制页修改custom_ro.prop和custom.prop确保文件末尾加一个‘\n’
2、定制页添加修改hw_info.cfg文件按钮

3、在帮助菜单栏下添加log日志收集按钮
4、修改在解压custom镜像时偶尔会程序崩溃问题
v3.1.0.29

1、*修改MT6582平台没电池无法下载BUG；

2、*参数读写/读内存/写内存/格式化操作结束后直接断开修改为开机或者进入充电模式；

3、*增加自动修复XP系统mdmcpq.inf和usbser.sys文件功能；

4、*修改"readme.txt"识别为"RECOVERY" BUG，".txt"文件不再识别为镜像；

5、修改读取服务器readme.txt乱码BUG；

6、修改定制功能的app应用程序中文名字乱码问题；

v3.0.0.28

1、MTK库更新到v7.1344.00.002，支持MT6592；

2、修改机器码规则；

3、新增EBOM信息写入功能；

4、支持sca配置信息显示和readme.txt信息读取功能；

5、定制功能根据配置信息生成相应大小的custpack；

6、定制功能支持增加/删除android logo和开关机动画/铃声；

7、定制功能支持更多的android logo和boot logo；
v2.9.0.27

1、*MTK库更新到v7.1336.00.001；

2、*支持1GB DDR3烧录。

V2.8.0.26

1、修改格式化选项第三个选项为除了PRO_INFO、NVRAM、

   PROTECT_F、PROTECT_S分区，都格式化；

2、修改2.7.0.25下载数据包钩选文件时程序崩溃问题。
v2.7.0.25

1、修改格式化选项第三个选项为除了PRELOADER、PRO_INFO、NVRAM、

   PROTECT_F、PROTECT_S、FAT分区，都格式化；

2、增加下载时写入硬件详细信息功能；

3、优化登录界面。

v2.6.0.24

1、修改程序崩溃BUG；

2、服务器下载自动切换为内网下载(内网用户)；

3、增加下载数据包功能；

4、更新ScaHardward.exe；

5、支持CUSTOM分区名的解析。
v2.5.0.23

1、修改海外用户不能在线登录BUG；

2、增加修改密码功能；

3、增加公共KEY登录的功能。

v2.4.0.22

1、每个公司的登录账号都只能访问各自的服务器数据；

2、增加预下载功能。

v2.3.0.21

1、定制工具支持替换所有电池图片；

2、参数增加sca修改工具ScaHardward.exe调用；

3、参数的Hardware_info增加对每一位参数的说明；

4、增加Tooltips；

5、修改定制工具某些开关机动画无法正常播放BUG；

6、修改定制工具分辨率获取方法；

7、定制工具支持多分种辨率android logo显示与替换；

8、定制工具解析完custpack之后不再自动播放开机动画；

9、定制工具增加亮度、休眠、字体大小、壁纸、主页的设置；

10、支持服务器文件与本地文件混合下载。

v2.2.0.20

1、定制功能图片新增支持BMP32转RGB565；

2、定制功能新增语言、时区修改；

3、定制功能版本标识置灰；

4、定制功能logo.bin支持多分辨率方案；

5、定制功能增加从服务器下载固件；

6、修改离线授权方案；

7、多口下载的端口号显示实际的端口号；

8、*如果下载FAT分区，则下载前先格式化FAT分区；
9、修改手动格式化中的格式化FAT分区失败BUG；

10、对sca文件中的hardware_info进行正确性判断；

11、参数功能的hardware_info没有值时，默认填充'-'，表示此位置不修改机器的值；

12、增加对Hardware_info对应值的说明；

13、修改本地授权码部分电脑识别失败BUG；

v2.1.0.19
1、使用授权文件来取代注册机授权；

2、离线授权文件可以限制下载次数及到期时间；

3、修改格式化选项第三项为“除了NVRAM、PRO_INFO、FAT分区，都格式化；

4、修改ext4_unpacker.exe；

5、修改TF902格式化后，从服务器下载报5054错误BUG；
6、*增加安全下载功能；
7、增加xp_usbser.rar到.\Drivers目录下，针对Q3问题，XP系统在安装设备时，出现一个错误，这个INF中的服务安装段落无效。
v1.9.0.17

1、定制功能实现定制custom.img，定制logo.bin；

2、修改下载镜像全部反选功能BUG；

3、ADB Reboot增加新的ADB pid vid "vid_0bb4&pid_0005"；

4、FlashToolLib，MTK_AllInOne_DA.bin，更新到1324版本；

v1.8.0.16

1、*FlashToolLib库更新到1320，支持MT6572下载；

2、*多口下载增加“下载结束后关机(无拔出状态)”选项，以免需要人工reset；

3、*服务器下载切换到本地下载再切到服务器下载的时候，如果有缓存,则不再重新下载；

4、增加下载镜像全部反选功能；

5、修改XP系统下读取功能在选取保存文件时程序出错BUG；

6、增加注册时间到期前30天提醒；

7、*增加定制功能（beta版)。

v1.7.0.15

1、写HardwareInfo信息支持按位写，不修改的位置用'-'替代；

2、工具升级提示升级的时候，升级信息显示在升级提示窗口里。

v1.6.0.14

1、打开批处理文件restore.txt时，设置默认文件为restore.txt，方便寻找restore.txt批处理文件；

2、修改读取功能时生成的restore.txt路径不对BUG；

3、登录窗口多语言化；

4、权限控制由活动目录来控制；

5、读取功能(ReadBack)增加在列表中鼠标右键菜单打开读取回来的文件功能；

6、读取所有分区功能把__NODL_FAT和__NODL_BMTPOOL分区去掉；

7、如果是第一次下载，下载时候会生成SN（原参数中的Barcode，现更名为SN），写到PRO_INFO中；

8、下载成功和失败统计只统计下载操作；

9、本地注册请使用版本v1.2.0.3或以上的WiseLinkTool注册机；

V1.5.0.13

1、修改uboot的识别规则，uboot镜像名优先找lk.bin，然后才是uboot_；

2、修改v1.4.0.12下载出错BUG；

3、硬件信息(Hardware info)提供16进制的方式读写；

4、软件版本(Software Version)的长度由20改为40.

5、修改记忆窗口最后关闭时大小及位置不正确的BUG。

v1.4.0.12

1、修改注册机无法注册成功的BUG；

2、增加中文版

v1.3.0.11

1、*增加登录鉴权（可以使用域账号登录，没有域账号的用户需要要申请账号，或者使用WiseLinkTool注册机注册）；

2、*多口下载增加设备拔出的状态以防呆；

3、多口下载进度条变大；

4、多口下载增加下载统计；

v1.2.4.10

1、*增加Write Memory功能；
2、*增加打开当天日志功能;

3、记忆窗口关闭时候的大小；

4、*修改多口下载的COM口匹配方法，支持虚拟机单口下载（请钩选Force to High speed选项）；
5、*虚拟机切换到DA下载时会重启问题（整机格式化后，下载时请钩选Force to High speed选项）；
6、修改META驱动没自动安装BUG，MTP,ADB和CDC驱动增加自动安装；

7、修改Download BUG从服务器下载的时候，不钩选的文件不需要从服务器下载；

8、ReadBack支持高速DA模式ReadBack，速度更快；

v1.2.3.9

1、*增加Parameter功能；

2、*PRO_INFO软件版本的长度由10位改为20位；

3、界面可以调节大小。

v1.2.2.8

1、
*MultiPort增加格式化选项；
2、
*当NVRAM或者PRO_INFO分区位置有变化时，下载前会先把变化的分区数据读取回来再写到新分区中；
3、
通过Scatter file写PRO_INFO信息并在状态栏上显示Scatter file的PRO_INFO；

4、
WiseLinkTool在工作的时候，不允许切换标签；

5、 增加Open Device Manager功能；

6、 Version List Dialog的滚动条默认拉到最下面。

v1.2.1.7

1、*如果下载USERDATA镜像，将先格式化USERDATA分区；
2、增加Format功能；

3、记忆最后一次选择的选项卡；

4、修改了界面元素；

5、WiseLinkTool只能打开一个进程；

v1.2.0.6

1、增加ReadBack功能；

2、MultiPort增加选择Scatter-Loading File功能，增加Force to High Speed开关，增加计时，下载完成时切换颜色，方便查看是否成功下载完毕；

3、Download增加Force to High Speed开关；

4、网络下载在选Scatter-Loading File时，不再DL_Rom_Load前两个镜像(PRELOADER,DSP_BL);

5、WIN7需要以管理员身份运行。

v1.1.1.5

1、不读取NVRAM分区信息。

v1.1.0.4

1、修改虚拟机下载出错BUG；

2、驱动自动安装增加了ADB,RNDIS,MTP;

v1.0.2.3 

1、兼容没有中文字库的PC；

2、程序启动时检查并安装驱动（仅支持32位操作系统） 

3、WM301更名为EM001

v1.0.1.2

1、不再在程序的目录下生成文件；

v1.0.0.1

1、支持多口下载；

2、支持本地、服务器下载；
快速使用指导

关于驱动

程序在开始运行的时候会自动检测程序所需要的驱动是否已经安装好，如果没有安装，WiseLinkTool会自动安装所需驱动。如果您需要手动安装驱动，您可以在程序的安装目录下的Drivers目录找到MTK提供的驱动。
MTK驱动说明

	PID&VID
	设备名称
	说明
	功能
	驱动inf

	VID_0E8D&PID_0003
	MTK USB Port
	出现在刚开机的时候，光板的情况下会出现,下载过软件的板不会出现
	空板下载相关
	执行Driver_Auto_Installer_v1.1228.00 \Install.bat自动安装usbvcom_brom.inf

	VID_0E8D&PID_2000
	PreLoader USB VCOM Port
	出现在下载过软件的板子上，刚开始的时候会出现
	下载及META相关
	执行Driver_Auto_Installer_v1.1228.00 \Install.bat自动安装usbvcom.inf

	VID_0E8D&PID_2001
	DA USB VCOM Port
	下载的时候把DA下载到板子上之后切换到High Speed模式下载的时候会出现
	下载相关
	执行Driver_Auto_Installer_v1.1228.00 \Install.bat自动安装usbvcom.inf

	VID_0E8D&PID_2007
	Gadget CDC VCOM Driver
	手机进入META模式后出现
	META相关
	SP_Drivers_v1.4\cdc-acm.inf

	VID_0BB4&PID_0005
	MediaTek USB VCOM(Android)
	手机进入META模式后出现
	META相关
	SP_Drivers_v1.4\cdc-acm.inf

	VID_0BB4&PID_0C03
	ADB
	手机系统运行起来后出现
	
	SP_Drivers_v1.4\android_winusb.inf

	
	Android USB Ethernet/RNDIS
	手机网络共享选项
	网络共享相关
	SP_Drivers_v1.4\tetherxp.inf

	
	MTP Device
	MTP功能
	MTP
	SP_Drivers_v1.4\wpdmtp.inf


虚拟机用户驱动配置

虚拟机用户需要把相关的USB设备加入到USB筛选器中，配置方法如下图所示
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下载（Download）
注意：虚拟机用户请钩选”Force to High Speed”
[image: image8.png]C

Download | ReadBack |  IMEI Parameter |  Format MultiPort

Projects st Dowrload From After Donrloaded

Donrioad
o E— | @ Server | € Local  Power On " Charging ¥ Force to High Speed

L i \ L

Step 1 HIETME . scatterf firorie: [ Step 4 BEEEHEIGET
LA £ [Reamaadicsegnacar \ ool 5 SOAMIVHERIEE T4,

Step 2 IFFRCIHR, 5 J )

(Server) g7 (Local)
Step 3 THFTAUETERIEERFL
(Power On) #2758, (Charging)

Status: Please inert the USB cable non. Elapsed tme:  00:00:00






 INCLUDEPICTURE "C:\\Users\\ADMINI~1\\AppData\\Local\\Temp\\SNAGHTML1a547b2.PNG" \* MERGEFORMATINET [image: image9.png]Download | R

- Projects st

MEDDL

Status: Please insert

WiselinkTool v1.2.1.7

Location: - [ME0D 1/day _version/v856-3/

bownoad

|

Neme

| Jezsse003.mbrn
(S
[ rzssso03.mn

] LzBss003mbn
| MaBss00.mbn
| Jomseonsd

| {passe00mbn

| IR2856003.mbn

]

Isze L nate wodificd

S msomas [ S0 5 BITERLAE L 18 MRENRSET
| Jemssoosmon | B MBELAFAFIEED (Version List Dialog) .
[ Jomsesnin | MERIAHTE, NRBLTHAEED.

10678552

2481 2013525218
52 ~Seeacoin)
5134578
116868
s027844

FieName: [(@S6EMMC.5ca

L]

lapsed time: 00:00:00






 INCLUDEPICTURE "C:\\Users\\ADMINI~1\\AppData\\Local\\Temp\\SNAGHTML1a5bfae.PNG" \* MERGEFORMATINET [image: image10.png]C

Download | ReadBack |

Projects st

MEDDL

ort_|

IMEI Parameter Format | _Mu

Step 7 hiEfzEScatter-loading File/g
Dourioad From Aol 2z S TS binST AL IF

@ Server " Local & Power Offe

Donrioad

Scatter-oadng Fe: [F9s1/... MEQO /daly_yorlon 8563 KB6EMIC 522

TRegonsdsr [ segnhdar | Enacer

Tiocston

0:00000000  0x00000000  0x0ODICBS3.

000040000 0x00040000  0x00046023
040603000 0400400000 OVAEADEE.

AR R — DI T#.

X0 153EE " 001585000 OXOIFAFOR7
00 OX021ESO00  0x0222°DE8
O2ERON0  OD2GER0D  OXLIABDFE
OQIERON  02ED  0x2R217117
[ OvaRERIN__ OwedREAIOD nnazicisi

itps://.. ME0O daly_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
IME0O daily_version/v856-3|
ME0O day_version/vese-3 |11
itps://.. ME0O daly_version/v856-3

httns: ... MEOD i version RS-

Al i
»

Status: Open and parse scatter fie succeed.

Elapsed tme:  00:






 INCLUDEPICTURE "C:\\Users\\ADMINI~1\\AppData\\Local\\Temp\\SNAGHTML1a5d6f5.PNG" \* MERGEFORMATINET [image: image11.png]C

Download | ReadBack |  IMEI Parameter

Projects st Donrioad From

[MEDDL (o]

Format

(&) @ Power On " Charging

After Donrloaded

MultiPort

¥ Force to High Speed

|
s |

Step 8 &3t [Download Y 4540, 1RdiREHIEH,

HEUSBE, BATIEERTIETE

0x00000005%g
0x00040000 000040000 000046023 ttps:/... MEDO1/daly_version/v8S6-3|
0X00600000  0x00600000  0X00S00IFF  hitps://... MEQO1daly_version/v8S6-3|
000604000 0x00604000  0X00SO41FF  hitps://...MEQO1/daly_version/v8S6-3|
OOF28000  OX00F28000  0XOOFS388F hitps://...MEQO1/daly_version/v8S6-3|
OXUFS3000  0X0OFSS000  OXOLFATFF  hitps://... MEQO1daly_version/v8S6-3|
001583000 0+01583000  OXOIASAFF  hitps://... MEQO1daly_version/v8S6-3|
O:0IBB3000 001883000 OXOIFAFOB7 hitps://... MEQO1daly_version/v8S6-3|
O2IES000  OVO2IESO00  00222°D88 hitps://...MEQD1daly_version/v8S6-3|
OES000  OV026ES000  OXUIAS4DFE  hitps://... MEQO1daly_version/v8S6-3| |
OQESO0  OX2ESU00  OX2TIL  hitps:]...MEQOdaly_version/vBS6-3

lusernara OVERERIN  ONORERIOD  OaTVCIST el MED01/dsly versionRSE-3 T

Status: Loading Y2B56003.mbn from server.. (95.53MB/275.04VE) 1L9SMB/s

v

Elapsed tme:  00;






 INCLUDEPICTURE "C:\\Users\\ADMINI~1\\AppData\\Local\\Temp\\SNAGHTML1a622b4.PNG" \* MERGEFORMATINET [image: image12.png]Download | ReadBack |

IMEI Parameter

Format MultiPort |

- Projects st

=5

- Dowrload From

@ sever € Local

After Downloaded

 PowerOn " Charging

¥ Force to tigh Speed

:..hfnm/daiv _version/vB56-3|

. MEOO i _version/v856-3
. MEOO i _version/v856-3
. MEOO i _version/v856-3
. MEOO i _version/v856-3
. MEOO i _version/v856-3
. MEOO i _version/v856-3
... MEQO1/daly_version/v856-3
... MEQO1/daly_version/v856-3
. MEOO iy _version/v856-3

MEON 1/l verson/vRSe-3

v

Elpsed tme:  00:01:17





读取（ReadBack）
ReadBack支持单个ReadBack也支持批量ReadBack，单个ReadBack使用Add，批量ReadBack多次使用Add，或者Add All（需要选择Scatter-loading File）

单个读取
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批量读取
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写内存（Write Memory）
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写（Write）
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格式化（Format）
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多口下载（MultiPort）
1、 选择下载源，是从服务器下载还是本地下载；

2、 选择格式化选项，SMT时候需要做一个格式化操作，所以选择Format And Download选项，总装的时候请选择Firmware upgrade选项，不会做格式化操作，此选项会在下载前检查NVRAM和PRO_INFO分区位置是否有改变，如果有改变，则在下载前按旧分区读取回来，再按新分区写回去；
3、 选择Scatter-loading File；
4、 配置端口，MultiPort功能需要做一个简单的端口配置。程序配置好Scatter-loading file后，按顺序连接USB，先连接的USB为COM1，依次排序为COM2…COMn。这样，端口就配置好了；
5、 开始使用。
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客户定制化（Custom）

1. 选择Custom.img跟logo.img固件地址，是服务器还是本地，Custom固件是字母‘C’开头的img，Logo固件是字母‘L’开头的img；

2. ‘系统信息’栏，可修改版本号、机型、生产商、屏幕像素、产品名、品牌、设备名、版名、时区、语言地区、描述信息，也可以通过‘高级选项’栏里的‘修改custom.prop’和‘修改custom_ro.prop’按钮来修改；

3. ‘显示’栏，可修改亮度大小、休眠时间、字体大小、壁纸；
4. ‘开机动画制作’栏，用于制作开机动画zip包，修改动画的宽跟高，必须跟屏幕分辨率一致；修改完动画信息后，选择动画图片所在目录，然后再打包保存开机动画，可以点‘预览制作开机动画’来预览你所制作的动画；如果动画目录下超过两个文件夹，推荐使用‘高级设置’按钮来修改dest.txt文件配置；
5. ‘画面配置’栏，分为‘Custom固件相关’跟‘Logo固件相关’，‘Custom固件相关’包括对安卓Logo、开机关机动画跟开关机铃声的修改，‘Logo固件相关’里包括对Boot Logo、安卓logo、充电图片的修改；

6. ‘app配置’栏，提供对内置APP跟外置APP的修改，内置APP不能被卸载，外置APP可以卸载；
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ScaHardward使用说明
注：Hardward info共有二十位，列如：“0x31--0x31----------------”，0xXX表示一位,没有值得位置用“-”补充显示； 

1.点击【打开文件】,选中你需要修改的SCA文件,打开文件后，文件中的“Hardward”值会显示在路径下面,

2.需要修改前,请先勾选【1.Project】,在下拉列表中选择你需要修改的项目,（列如：ME001、TA780）,对应的值会默认出现在后面的编辑框中,（第一步选择项目后,后面其他的选项中才会有数据,不然会是空的）
3.对需要修改的项请先勾选上,然后在下拉列表中选择对应值的相应数据，后面编辑框中会默认出现这个数据相应的值，（后面编辑框中默认出现的值,也可修改）
4.如果想把对应位置的数值写为“-”,请勾选好后,再后面编辑框中直接输入“-”号，
5.把值都修改好以后,可以点击【查看修改后的Hardward】按钮,可以查看修改后的Hardward值;
6.点击【生产新的SCA文件】按钮,保存文件；

7.生成了新的SCA文件后,在Wiselinktool工具hardware info项中会更新你所配置的参数；
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8.ini配置文件经常会更新,请及时保存最新状态；
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ATA（Auto Test Assistant）
ATA是连接工厂模式(facoty)测试与工厂MES系统的工具，ATA通过真实串口或者通过USB转串口与工厂模式通讯，把测试结果上传到MES系统。

使用方法：

第一步：服务连接设置

配置MES系统的服务IP、库名、用户名、密码，点击连接测试，配置正确的话会弹出提示窗口。
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第二步：ATA登录

需要填写用户名、密码、拉别、工单号。登录成功后会弹出工单信息窗口，工单号对应了如下图的信息：
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登录成功后的界面：
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第三步：开始测试

使用支持ATA的factory.ini放到TF卡根目录，开始测试工厂模式
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第四步：查看测试结果

登录外观检查系统，输入SN号，按回车，查看此机器所有测试项是否PASS
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参数页写号功能
一、离线写号（非登录MES系统写号）

1、打开对应机器版本中SCA文件；

2、产品信息栏中，勾选自己所需要写的号；

3、输入号段后，按【写】按钮；

4、机器关机，连上电脑开始写号；
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二、登录MES系统写号

1、打开对应机器版本中SCA文件；

2、产品信息栏中，勾选自己所需要写的号；

3、点击【Login Mes】按钮，登录MES系统，输入账户密码及工单号；
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4、登录后，在选项配置页面，配置自动生成选项、自动生成的起始位、结束位、下一位等选项；如果打开的SCA文件是3G机器的，会自动默认勾选【3G机器】；
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5、在产品信息栏中勾选所需要写的号段；

如果所勾选的号段在配置页中有配置自动生成选项，那么勾选后，会显示所配置的下一位的值；

6、判断完所勾选的号段都已经正确输入后，写按钮会默认被按下；
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7、机器关机后，连上电脑开始写号；

8、写号完成后，如果有配置自动生成，切没有超过结束位的大小，输入框中会自动生成段；

常见问题问答（FAQs）

Frequently Asked Questions
Q1：当用户按下“下载”按钮且连接USB线，程序没反应（下载进度条没反应，且不报错）

A: 点击工具自带的打开设备管理器快捷按钮，[image: image61.png]


查看端口(COM和LPT) [image: image62.png]


在设备连接USB时候是否有设备进入，如果没有设备进入，但是设备管理器有闪动，有未安装的设备，请安装驱动。

如果设备管理器没有发现任何设备进入，请按以下步骤操作

1、 把手机断电（拔USB线状态下关机或者Reset，或者直接拔电池，然后再装上电池）;
2、 点击下载按钮；

3、 手机连接USB；

4、 如果还是没成功，请重复操作1~3步骤；
5、 尝试数次不成功，请换个电脑或者换根USB线再做尝试（USB线的长短、屏蔽性能有时候也会有影响）；

6、 如果还是不成功，请联系专业人士帮助。

Q2：在虚拟机下钩选高速下载的时候，在切换到DA USB VCOM Port驱动的时候，虚拟机重启。

A：请确保您的虚拟机的USB设备设置里把“启用USB2.0（EHCI）控制器”选项钩选上，如下图所示。

如果无法启用USB2.0(EHCI)控制器，请下载并安装Oracle_VM_VirtualBox_Extension_Pack-4.2.6-82870.vbox-extpack。
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Q3：XP系统在安装设备时，出现一个错误，这个INF中的服务安装段落无效。
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A：查看C:\Windows\setupapi.log，如果发现有“添加服务: 服务 "usbser" 的二进制文件 "C:\WINDOWS\system32\DRIVERS\usbser.sys" 不存在”日志，则说明您的电脑缺少usbser.sys文件。

如果您的电脑上没有mdmcpq.inf，在别的XP电脑上拷贝一份c:\windows\inf\mdmcpq.inf复制到c:\windows\inf\目录下

如果您的电脑上没有usbser.sys，在别的XP电脑上拷贝一份c:\windows\system32\drivers\usbser.sys复制到c:\windows\system32\drivers\目录下

或者直接使用WiseLinkTool安装目录下为您准备的的xp_usbser.rar
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然后执行脚本先卸载驱动，\WiseLinkTool\Drivers\Driver_Auto_Installer_v1.1228.00\Remove.bat

再执行脚本安装驱动，\WiseLinkTool\Drivers\Driver_Auto_Installer_v1.1228.00\Install.bat
重启电脑再作尝试
Q4：USB连接电脑，虽然看到电脑有PreLoader USB VCOM Port在跳动，但是程序没有反应，查看日志也没有Arrival PreLoader USB VCOM Port之类的日志。

A：请尝试换一根屏蔽性好一点，短一点的USB线，尝试换一个USB口。

Q5：为什么WiseLinkTool的状态一直显示“发现USB设备”，进度条却没有继续。

A：有可能是手机在连接电脑之前已经是进入到DA USB VCOM Port，导致这样的原因有可能是您在手机下载的中途，点击了停止按钮，而手机还处于DA通讯中。所以当您再次连接电脑的时候，不是从PreLoader USB VCOM Port或者MTK USB Port开始交互，所以您需要让手机断电(reset)，停止下载，并重新点击下载按钮。
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（连接电脑时，发现手机已经是在DA驱动状态）

Q6：下载不了，报Enable DRAM Failed 3002错误
A： 有可能是硬件跟Proloader不匹配导致。

Q7：提示1013错误，com口被占用
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A：如果电脑有安装手机助手这些软件请先关闭，再重新点击下载。还有可能电脑老旧，驱动闪动的太快，也会造成这个错误；
Q8：下载不了，报 S_NOT_ENOUGH_STORAGE_SPACE 1011错误
A：用 4G的板子下载8G 的软件导致的导致的错误，下载时去掉被勾选的 FAT分区；
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Q9：如果在定制页解压custom镜像包时，进度条卡住了，时间在走，状态提示：解析hw_info.cfg失败！
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A：这个是工具在解析custom包中的开机动画zip包时卡住了，把开机动画用命令重新打包或者用7z压缩工具打包开机动画，然后再重新打包custom镜像文件再解压就没问题了
Q10：当打包保存Custom镜像包，内存大小超过300M时报错；
A：解决方法一：右键查看custom镜像包的大小，然后在wiselinktool配置文件WiseLinkTool.ini中，如果可以找到custpackSize字项，把后面的300M改为比custom大小稍大一些的参数,如果打包完成请记得要改回来；此项是工具默认打包参数；
解决方法二：新建一个txt文件命名为custpack_conf.txt，里面添加内容为[INFO]  size=xxM（xxM要比custom镜像大）保存，然后通过【修改Custom目录】按钮，选中Custom项，再【Load File】按钮把custpack_conf.txt添加进来，然后可以重新打包Custom镜像包；
修改参数打包完镜像，需要工程师修改相对应的custom分区大小，分区大小要跟size的值一致；
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Q11：下载时提示1003错误码
[image: image71.png]BROM DLL uses an invalid type of baseband chip. Please check
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A：下载的固件版本跟芯片版本不一致,如可能72的固件下载到82的平台里,请选择正确的版本软件；
Q12：下载时提示1002错误码；
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A：下载时勾选了某个为空的镜像,如FAT镜像，去掉为空的镜像选项再重新下载；
Q13：下载时提示3036错误码
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A：下载时写入内存地址出错，内存大小可能跟固件大小不匹配,  4G板烧成8G的软件，请选择正确的固件；
Q14：下载时提示4032错误码
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A：这种情况可能是内存被损坏掉了,或者软件不支持这款内存导致的错误
Q15：下载时提示1011错误码
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A：这种是内存超掉了, 可能是4G板烧成8G的软件
Q16：下载时提示2005错误码
S_BROM_CMD_STARTCMD_FAIL 

A： 刷机包软件没有加载好,重新尝试几次
Q17：win7系统安装下载工具驱动时提示（MT65xx Preloader） 失败，或者安装不了CDC驱动，手动安装或者使用驱动精灵安装,安装完成后还是提示黄色叹号,解决办法。
A：
1、打开C:\Windows\inf\setupapi.dev.log文件，在setupapi.dev.log文件中搜索preloader(or kernel) port的PID VID，比如vid_0e8d&pid_2000，然后往下面找error，找到error的地方，出错的地方是缺少文件，如下：
     source media:

     flq:       Description  - [windows cd]

     flq:



SourcePath- [C:\Windows\System32\DriverStore\FileRepository\mdmcpq.inf_x86_neutral_9f203c20b6f0dabd]

     flq:                     SourceFile   - [usbser.sys]

     flq:                     Flags        - 0x00000000

     flq:                {SPFQNOTIFY_NEEDMEDIA}

     flq:                     {SPFILENOTIFY_NEEDMEDIA}

     flq:                     {SPFILENOTIFY_NEEDMEDIA - exit(0x00000000)}

     flq:                {SPFQNOTIFY_NEEDMEDIA - returned 0x00000000}

!!!  flq:                source media: SPFQOPERATION_ABORT.

!!!  flq:                Error 2: The system cannot find the file specified.
2、在程序驱动目录中找到win7_32的文件夹，把里面的
mdmcpq.inf复制到c:\windows\inf\目录下
usbser.sys复制到c:\windows\system32\drivers\目录下
3、把win7_32的文件夹,改名为跟log中报错缺少的文件名一样(例：mdmcpq.inf_x86_neutral_9f203c20b6f0dabd),然后把改名后的文件夹复制到log中显示的目录（例：C:\Windows\System32\DriverStore\FileRepository\）下；
4、重新插上手机出现黄色叹号时手动安装试下；
6、 对应好客户的系统，32位对应win7_32；64对应win7_64

7、 以上所需文件在Drivers\解决MT65XX错误.rar中
Q18：checksum failed!
A：这种错误一般容易出现在使用本地编译的版本的时候，镜像拷贝不全，拷错文件，修改默认文件名等，导致做checksum时找不到scatter引导文件中配置的文件而出错。

如果您已经明确知道自己修改过文件名，且文件列表里的文件是正确的，可以取消掉“下载校验”选项避免报错，正常的生产请不要取消此功能。
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正确的镜像名应该是custom.img
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当custom.img和custom.img.fixup文件都在时，工具会优先识别custom.img（正确的img名字），因为MT8127_Android_scatter.txt中配置的是custom.img。
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257 operation type: UPDATE
252 d_cype: FULL_PAGE

reserve: 0x00

251 - partition index: SYS17
252  partition name: CUSTOM
253 | file name:

255 is download: true
255 type: UBI_IMG
256 linear_starc_addr: 0x44800000




技术支持（Technical Support）
如果有任何问题或反馈，请联系：
liudongming@topwise3g.com
chenjun@topwise3g.com
错误码（MTK）
Private random error code (1~999)


Common error code (1000~1999)
S_UNKNOWN_TARGET_BBCHIP:
Unsupported target baseband chip type! Action: Please upgrade to the latest WiseLinkTool then try again.

BootROM error code (2000~2999)
S_BROM_DOWNLOAD_DA_FAIL:
Fail to download DA to baseband chip's internal SRAM! Possible reasons: 1. there's an UART communication problem between WiseLinkTool and BootROM. 2. Target might be shutdown unexpectedly.
[ACTION] 1. Try again. 2. Proceed H/W checking in download cable and target side UART path. 3. Monitor if power-drop occurred in target side.");


S_BROM_CMD_STARTCMD_FAIL:
Can not pass BootROM start command! Possibly target powers up too early.

S_BROM_CMD_STARTCMD_TIMEOUT:
BootROM start command timeout!

S_BROM_CHKSUM16_MEM_RESULT_DIFF:
Fail to download DA to baseband chip's internal SRAM!The internal SRAM has the problem that leads to 16 bits checksum error!

S_BROM_BBCHIP_HW_VER_INCORRECT:
Target baseband chip is inconsistent!
[ACTION]Please select the suitable bin files for the target's baseband chip.

S_BROM_FAIL_TO_GET_BBCHIP_HW_VER:
Fail to get target baseband chip H/W version!\n\nPossible reasons:1. There's an UART communication problem between FlashTool and BootROM. 2 Target might be shutdown unexpectedly.
[ACTION] 1. Try again. 2. Proceed H/W checking in download cable and target side UART path. 3. Monitor if power-drop occurred in target side.

S_BROM_SPEEDUP_BAUDRATE_FAIL:
BootROM start command passed but fail to multiple BootROM baudrate! Possible reasons: 1. There's an UART communication problem between WiseLinkTool and BootROM. 2. Target might be shutdown unexpectedly. 
[ACTION] 1. Try again. 2. Proceed H/W checking in download cable and target side UART path. 4. Monitor if power-drop occurred in target side.

DA error code (3000~3999)
S_DA_NOR_FLASH_NOT_FOUND:
Unknown NOR flash device!

S_DA_SOC_CHECK_FAIL:
SOC verification fail!

S_DA_NOR_BLOCK_DATA_UNSTABLE:
Format flash error! After erase operation, block data is not entire 0xFF.

S_DA_INVALID_RANGE:
DA_MEM_CMD command fail! 1. One of the download blocks has invalid range. 2. Possibly invalid begin address or end address exceeds target flash size.

S_DA_NOR_PROGRAM_AT_ODD_ADDR:
DA_MEM_CMD command fail! 1. One of the download blocks has the ODD begin address!

S_DA_NOR_PROGRAM_WITH_ODD_LENGTH:
DA_MEM_CMD command fail! 1. One of the download blocks has the EVEN end address! That is download block is in ODD length.

S_DA_NFB_BOOTLOADER_NOT_EXIST:
BootLoader doesn't exist on NAND flash, please download bootLoader first!

S_DA_SIBLEY_PROGRAM_AT_THE_SAME_REGIONS:
DA_MEM_CMD command fail! 1. Two of the download blocks locate in the same 1KB program region on INTEL sibley flash device. 2. Please ensure that your scatter file leaves at least 1 KB (0x400) between consecutive bin files.

S_DA_HANDSET_FAT_RANGE_NOT_FOUND:
Skip FAT auto format because of one of the following reasons. 1. might not contain FAT range information! 2. Target's flash id doesn't correspond to flash id!

FlashTool error code (4000~4999)
S_FT_DA_NO_RESPONSE:
DA didn't send response data which FlashTool requested.

S_FT_DA_SYNC_INCORRECT:
DA sync fail! Possibly download an illegal DA.

S_FT_DA_VERSION_INCORRECT:
DA version is incorrect! DA version was expired.

S_FT_DA_INIT_SYNC_ERROR:
Fail to send sync data to DA in initialization stage!

S_FT_CHANGE_BAUDRATE_FAIL:
Fail to change baudrate.

S_FT_SET_DOWNLOAD_BLOCK_FAIL:
DA_MEM_CMD command fail! Possibly the following reason. 1. Download block exceeds target flash size. 2. Download block start address is not WORD alignment. 3. Download block length is not multiple of WORD.

S_FT_FORMAT_FAIL:
Format flash error! Possibly given a wrong format range, please check your format setting.

S_FT_FINISH_CMD_FAIL:
DA_FINISH_CMD command fail!

S_FT_NFB_DOWNLOAD_BOOTLOADER_FAIL:
Fail to download BootLoader to NAND flash!

S_FT_NFB_DOWNLOAD_CODE_FAIL:
Fail to download Image(s) to NAND flash!


FlashTool Handle error code (5000~5999)
S_FTHND_LIST_IS_EMPTY:
Download list is empty or all disabled!\n\nPlease select at least one entry.

S_DL_RESOURCE_MUST_DOWNLOAD_WITH_JUMPTABLE:
Resources is not download with jump table together, please download it too!

S_DL_OVERLAP_WITH_EXISTING_RESOURCE:
The resources you selected to download are incomplete, please download again!

S_DL_JUMPTABLE_INCONSISTENT_WITH_SCAT:
Jump table is different from scatter! Maybe they are not form a complete set!

S_DL_INVALID_JUMPTABLE:
Jump table is not loaded yet! Because its content is not a correct jump table format.

S_DLIST_BBCHIP_HW_VER_NOT_MATCHED:
FlashTool Error: Target BBChip is inconsistent with bin files! Please select the suitable bin files for the Target's BBChip.

Security error code (6000~6999)


Other error (10000~20000)
Error 10005, This handset's IMEI hasn't been authorized, it can not be downloaded.
The IMEI is not registered. User can get the IMEI of his phone by press *#06# on the idle screen. Send the IMEI to admin for register.
错误码（HTTP) 

Information Codes

100 - HTTP_STATUS_CONTINUE
The request can be continued.

101 - HTTP_STATUS_SWITCH_PROTOCOLS 
The server has switched protocols in an upgrade header.

200 - HTTP_STATUS_OK 
The request completed successfully.

201 - HTTP_STATUS_CREATED 
The request has been fulfilled and resulted in the creation of a new resource.

202 - HTTP_STATUS_ACCEPTED 
The request has been accepted for processing, but the processing has not been completed.

203 - HTTP_STATUS_PARTIAL 
Non-Authoritative Information (for DNS). The returned meta information in the entity-header is not the definitive set available from the origin server.

204 - HTTP_STATUS_NO_CONTENT 
The server has fulfilled the request, but there is no new information to send back.

205 - HTTP_STATUS_RESET_CONTENT 
The request has been completed, and the client program should reset the document view that caused the request to be sent to allow the user to easily initiate another input action.

206 - HTTP_STATUS_PARTIAL_CONTENT 
The server has fulfilled the partial GET request for the resource.

300 - HTTP_STATUS_AMBIGUOUS 
Multiple Choices. The server couldn't decide what to return.

301 - HTTP_STATUS_MOVED 
The requested resource has been assigned to a new permanent URI (Uniform Resource Identifier), and any future references to this resource should be done using one of the returned URIs.

302 - HTTP_STATUS_REDIRECT 
The requested resource resides temporarily under a different URI (Uniform Resource Identifier).

303 - HTTP_STATUS_REDIRECT_METHOD 
The response to the request can be found under a different URI (Uniform Resource Identifier) and should be retrieved using a GET HTTP verbs on that resource.

304 - HTTP_STATUS_NOT_MODIFIED
The requested resource has not been modified.

305 - HTTP_STATUS_USE_PROXY
The requested resource must be accessed through the proxy given by the location field.

307 - HTTP_STATUS_REDIRECT_KEEP_VERB 
The redirected request keeps the same HTTP verb behavior.

Failure Codes

400 - HTTP_STATUS_BAD_REQUEST 
The request could not be processed by the server due to invalid syntax. 

401 - HTTP_STATUS_DENIED 
The requested resource requires user authentication.

402 - HTTP_STATUS_PAYMENT_REQ 
Not currently implemented in the HTTP protocol.

403 - HTTP_STATUS_FORBIDDEN 
The server understood the request, but is refusing to fulfill it.

404 - HTTP_STATUS_NOT_FOUND 
The server has not found anything matching the requested URI (Uniform Resource Identifier).

405 - HTTP_STATUS_BAD_METHOD 
The HTTP verb used is not allowed.

406 - HTTP_STATUS_NONE_ACCEPTABLE 
No responses acceptable to the client were found.

407 - HTTP_STATUS_PROXY_AUTH_REQ 
Proxy authentication required.

408 - HTTP_STATUS_REQUEST_TIMEOUT 
The server timed out waiting for the request.

409 - HTTP_STATUS_CONFLICT 
The request could not be completed due to a conflict with the current state of the resource. The user should resubmit with more information.

410 - HTTP_STATUS_GONE 
The requested resource is no longer available at the server, and no forwarding address is known.

411 - HTTP_STATUS_LENGTH_REQUIRED 
The server refuses to accept the request without a defined content length.

412 - HTTP_STATUS_PRECOND_FAILED 
The precondition given in one or more of the request header fields evaluated to false when it was tested on the server.

413 - HTTP_STATUS_REQUEST_TOO_LARGE 
The server is refusing to process a request because the request entity is larger than the server is willing or able to process.

414 - HTTP_STATUS_URI_TOO_LONG
The server is refusing to service the request because the request URI (Uniform Resource Identifier) is longer than the server is willing to interpret.

415 - HTTP_STATUS_UNSUPPORTED_MEDIA 
The server is refusing to service the request because the entity of the request is in a format not supported by the requested resource for the requested method.

449 - HTTP_STATUS_RETRY_WITH 
The request should be retried after doing the appropriate action.

Server Error Codes
500 - HTTP_STATUS_SERVER_ERROR 
The server encountered an unexpected condition that prevented it from fulfilling the request.

501 - HTTP_STATUS_NOT_SUPPORTED 
The server does not support the functionality required to fulfill the request.

502 - HTTP_STATUS_BAD_GATEWAY 
The server, while acting as a gateway or proxy, received an invalid response from the upstream server it accessed in attempting to fulfill the request. 

503 - HTTP_STATUS_SERVICE_UNAVAIL 
The service is temporarily overloaded.

504 - HTTP_STATUS_GATEWAY_TIMEOUT 
The request was timed out waiting for a gateway.

505 - HTTP_STATUS_VERSION_NOT_SUP 
The server does not support, or refuses to support, the HTTP protocol version that was used in the request message.

Inet Error Codes
12001 - ERROR_INTERNET_OUT_OF_HANDLES 
No more handles could be generated at this time.

12002 - ERROR_INTERNET_TIMEOUT 
No more handles could be generated at this time.

12003 - ERROR_INTERNET_EXTENDED_ERROR 
An extended error was returned from the server. This is typically a string or buffer containing a verbose error message. 
Call InternetGetLastResponseInfo to retrieve the error text.

12004 - ERROR_INTERNET_INTERNAL_ERROR 
An internal error has occurred.

12005 - ERROR_INTERNET_INVALID_URL
The URL is invalid.

12006 - ERROR_INTERNET_UNRECOGNIZED_SCHEME 
The URL scheme could not be recognized or is not supported.

12007 - ERROR_INTERNET_NAME_NOT_RESOLVED 
The server name could not be resolved.

12008 - ERROR_INTERNET_PROTOCOL_NOT_FOUND 
The requested protocol could not be located.

12009 - ERROR_INTERNET_INVALID_OPTION
A request to InternetQueryOption or InternetSetOption specified an invalid option value.

12010 - ERROR_INTERNET_BAD_OPTION_LENGTH
The length of an option supplied to InternetQueryOption or InternetSetOption is incorrect for the type of option specified.

12011 - ERROR_INTERNET_OPTION_NOT_SETTABLE 

The request option cannot be set, only queried.

12012 - ERROR_INTERNET_SHUTDOWN
The Win32 Internet function support is being shut down or unloaded.

12013 - ERROR_INTERNET_INCORRECT_USER_NAME
The request to connect and log on to an FTP server could not be completed because the supplied user name is incorrect.

12014 - ERROR_INTERNET_INCORRECT_PASSWORD
The request to connect and log on to an FTP server could not be completed because the supplied password is incorrect.

12015 - ERROR_INTERNET_LOGIN_FAILURE
The request to connect to and log on to an FTP server failed.

12016 - ERROR_INTERNET_INVALID_OPERATION
The requested operation is invalid.

12017 - ERROR_INTERNET_OPERATION_CANCELLED
The operation was canceled, usually because the handle on which the request was operating was closed before the operation completed.

12018 - ERROR_INTERNET_INCORRECT_HANDLE_TYPE
The type of handle supplied is incorrect for this operation.

12019 - ERROR_INTERNET_INCORRECT_HANDLE_STATE
The requested operation cannot be carried out because the handle supplied is not in the correct state.

12020 - ERROR_INTERNET_NOT_PROXY_REQUEST
The request cannot be made via a proxy.

12021 - ERROR_INTERNET_REGISTRY_VALUE_NOT_FOUND

A required registry value could not be located.

12022 - ERROR_INTERNET_BAD_REGISTRY_PARAMETER
A required registry value was located but is an incorrect type or has an invalid value.

12023 - ERROR_INTERNET_NO_DIRECT_ACCESS
Direct network access cannot be made at this time.

12024 - ERROR_INTERNET_NO_CONTEXT
An asynchronous request could not be made because a zero context value was supplied.

12025 - ERROR_INTERNET_NO_CALLBACK
An asynchronous request could not be made because a callback function has not been set.

12026 - ERROR_INTERNET_REQUEST_PENDING
The required operation could not be completed because one or more requests are pending.

12027 - ERROR_INTERNET_INCORRECT_FORMAT
The format of the request is invalid.

12028 - ERROR_INTERNET_ITEM_NOT_FOUND
The requested item could not be located.

12029 - ERROR_INTERNET_CANNOT_CONNECT
The attempt to connect to the server failed.

12030 - ERROR_INTERNET_CONNECTION_ABORTED
The connection with the server has been terminated.

12031 - ERROR_INTERNET_CONNECTION_RESET
The connection with the server has been reset.

12032 - ERROR_INTERNET_FORCE_RETRY
Calls for the Win32 Internet function to redo the request.

12033 - ERROR_INTERNET_INVALID_PROXY_REQUEST
The request to the proxy was invalid.

12036 - ERROR_INTERNET_HANDLE_EXISTS
The request failed because the handle already exists.

12037 - ERROR_INTERNET_SEC_CERT_DATE_INVALID
SSL certificate date that was received from the server is bad. The certificate is expired.

12038 - ERROR_INTERNET_SEC_CERT_CN_INVALID
SSL certificate common name (host name field) is incorrect. For example, if you entered www.server.com and the common name on the certificate says www.different.com.

12039 - ERROR_INTERNET_HTTP_TO_HTTPS_ON_REDIR
The application is moving from a non-SSL to an SSL connection because of a redirect.

12040 - ERROR_INTERNET_HTTPS_TO_HTTP_ON_REDIR
The application is moving from an SSL to an non-SSL connection because of a redirect.

12041 - ERROR_INTERNET_MIXED_SECURITY
Indicates that the content is not entirely secure. Some of the content being viewed may have come from unsecured servers.

12042 - ERROR_INTERNET_CHG_POST_IS_NON_SECURE
The application is posting and attempting to change multiple lines of text on a server that is not secure.

12043 - ERROR_INTERNET_POST_IS_NON_SECURE
The application is posting data to a server that is not secure.

12110 - ERROR_FTP_TRANSFER_IN_PROGRESS
The requested operation cannot be made on the FTP session handle because an operation is already in progress.

12111 - ERROR_FTP_DROPPED
The FTP operation was not completed because the session was aborted.

12130 - ERROR_GOPHER_PROTOCOL_ERROR
An error was detected while parsing data returned from the gopher server.

12131 - ERROR_GOPHER_NOT_FILE
The request must be made for a file locator.

12132 - ERROR_GOPHER_DATA_ERROR
An error was detected while receiving data from the gopher server.

12133 - ERROR_GOPHER_END_OF_DATA
The end of the data has been reached.

12134 - ERROR_GOPHER_INVALID_LOCATOR
The supplied locator is not valid.

12135 - ERROR_GOPHER_INCORRECT_LOCATOR_TYPE
The type of the locator is not correct for this operation.

12136 - ERROR_GOPHER_NOT_GOPHER_PLUS
The requested operation can only be made against a Gopher+server or with a locator that specifies a Gopher+operation.

12137 - ERROR_GOPHER_ATTRIBUTE_NOT_FOUND
The requested attribute could not be located.

12138 - ERROR_GOPHER_UNKNOWN_LOCATOR
The locator type is unknown.

HTTP API errors
12150 - ERROR_HTTP_HEADER_NOT_FOUND
The requested header could not be located.

12151 - ERROR_HTTP_DOWNLEVEL_SERVER
The server did not return any headers.

12152 - ERROR_HTTP_INVALID_SERVER_RESPONSE
The server response could not be parsed.

12153 - ERROR_HTTP_INVALID_HEADER
The supplied header is invalid.

12154 - ERROR_HTTP_INVALID_QUERY_REQUEST
The request made to HttpQueryInfo is invalid.

12155 - ERROR_HTTP_HEADER_ALREADY_EXISTS
The header could not be added because it already exists.

12156 - ERROR_HTTP_REDIRECT_FAILED
The redirection failed because either the scheme changed (for example, HTTP to FTP) or all attempts made to redirect failed (default is five attempts).

Additional Inet Error Codes
12157 - ERROR_INTERNET_SECURITY_CHANNEL_ERROR
The application experienced an internal error loading the SSL libraries.

12158 - ERROR_INTERNET_UNABLE_TO_CACHE_FILE
The HTTP headers in the object or other factors prohibited the proxy from caching the object.

12159 - ERROR_INTERNET_TCPIP_NOT_INSTALLED
The required protocol stack is not loaded and the application cannot start WinSock.

12160 - ERROR_HTTP_NOT_REDIRECTED
The HTTP request was not redirected.

12161 - ERROR_HTTP_COOKIE_NEEDS_CONFIRMATION
The HTTP cookie requires confirmation.

12162 - ERROR_HTTP_COOKIE_DECLINED
The HTTP cookie was declined by the server.

12163 - ERROR_INTERNET_DISCONNECTED
The Internet connection has been lost.

12164 - ERROR_INTERNET_SERVER_UNREACHABLE 
The Web site or server indicated is unreachable.

12165 - ERROR_INTERNET_PROXY_SERVER_UNREACHABLE
The designated proxy server cannot be reached.

12166 - ERROR_INTERNET_BAD_AUTO_PROXY_SCRIPT
There was an error in the automatic proxy configuration script.

12167 - ERROR_INTERNET_UNABLE_TO_DOWNLOAD_SCRIPT
The automatic proxy configuration script could not be downloaded. The INTERNET_FLAG_MUST_CACHE_REQUEST flag was set.

12168 - ERROR_HTTP_REDIRECT_NEEDS_CONFIRMATION
The redirection requires user confirmation.

12169 - ERROR_INTERNET_SEC_INVALID_CERT
SSL certificate is invalid.

12170 - ERROR_INTERNET_SEC_CERT_REVOKED
SSL certificate was revoked.

For more detail please make reference to MSDN, wininet.h or winerror.h.[image: image80.png]
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